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1
METHOD AND SYSTEM FOR
AUTOMATICALLY GENERATING VARIABLE
SEQUENCE DATA, COMPUTER PROGRAM
PRODUCT AND COMPUTER READABLE
MEDIUM

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application claims priority to Chinese Patent
Application No. 201310384982 .4 filed before the Chinese
Patent Office on Aug. 29, 2013 and entitled “METHOD AND
SYSTEM FOR AUTOMATICALLY GENERATING VARI-
ABLE SEQUENCE DATA”, which is incorporated herein by
reference in its entirety.

TECHNICAL FIELD

The present invention relates to the field of digital publi-
cation, and in particular to a method and a system for auto-
matically generating variable sequence data, a computer pro-
gram product and a computer readable medium.

BACKGROUND

Sequence data is usually used for variable data printing
(VDP), so as to identity a production status of the variable
data printing. As shown in FIG. 1, variable sequence data is
generated by the following steps:

Step 11: setting a desired ary, e.g., a decimal system or a
hexadecimal system, for the variable sequence data, and set-
ting a total amount, a step, an initial value, the number of
digits and a variation mode of the variable sequence data to be
generated;

Step 12: setting a desired prefix or suffix of the variable
sequence data, e.g., a production date, a workshop code and a
product identifier; and

Step 13: generating the variable sequence data according to
the parameters set in Steps 11 and 12, and applying the
generated variable sequence data to the variable data printing.

Currently, the ary system for the variable sequence data
usually includes a decimal system (0-9), a hexadecimal sys-
tem (0-9 and A-F), a 26-ary system (A-7Z), and a 36-ary
system (0-9 and A-Z). Each of these systems includes a fixed
number of characters, and cannot adapt to the users’ produc-
tion requirements in many cases. For example, if the user
wants to exclude a certain number or letter from the generated
variable sequence data, this is impossible to be achieved by an
existing technology, and the user has to filter the variable
sequence data after it is generated. As a result, the production
efficiency will be reduced and the use of the data will be
affected.

SUMMARY

An object of the present invention is to provide a method
and a system for automatically generating variable sequence
data, so as to enable a user to define an ary according to the
actual need, and thereby to automatically generate the desired
variable sequence data.

In one aspect of the present invention, a method for auto-
matically generating variable sequence data comprises:

acquiring a customized ary set by a user for generating
variable sequence data, and characters included in the cus-
tomized ary;

converting the characters included in the customized ary
into a character array;
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2

acquiring relevant parameters of the variable sequence data
set by the user;

pre-processing the relevant parameters; and

generating the variable sequence data according to the
character array and the pre-processed relevant parameters.

Preferably, the relevant parameters of the variable
sequence data include an initial value, the number of digits, a
total amount, a step and a variation mode of the variable
sequence data.

Preferably, the step of pre-processing the relevant param-
eters comprises:

converting the initial value into a character array; and

converting the step into an integer array and complement-
ing the integer array according to the number of digits.

Preferably, the step of generating the variable sequence
data according to the character array and the pre-processed
relevant parameters comprises:

calculating from a least significant digit corresponding to
the data of the initial value sequentially, and finding a digit
sequence of the character corresponding to the digit in the
character array; and

generating the variable sequence data according to the
variation mode and the digit sequence.

Preferably, the step of generating the variable sequence
data according to the variation mode and the digit sequence
comprises:

if the variation mode is an ascending one, adding the digit
sequence to an integer corresponding to the digit in the integer
array, if a resultant value is greater than or equal to a radix of
the character array, taking a remainder obtained after dividing
the value by the radix, finding a character corresponding to
the remainder in the character array as a value of the digit for
the variable sequence data, and increasing a higher order digit
by 1, and if the resultant value is less than the radix of the
character array, taking a character corresponding to the digit
sequence of the value in the character array as a value of the
digit for the variable sequence data; and

if the variation mode is a descending one, subtracting the
digit sequence from the integer corresponding to the digit in
the integer array; if a resultant value is less than 0, taking a
sum of the radix of the character array and the resultant value,
finding a character corresponding to the sum in the character
array as a value of the digit for the variable sequence data, and
decreasing a higher order digit by 1, and if the resultant value
is greater than or equal to 0, taking a character corresponding
to the digit sequence of the value in the character array as a
value of the digit for the variable sequence data.

In another aspect of the present invention, a system for
automatically generating variable sequence data comprises:

a setting module configured to acquire a customized ary set
by a user for generating variable sequence data, and charac-
ters included in the customized ary;

a converting module configured to convert the characters
included in the customized ary into a character array;

a parameter acquiring module configured to acquire rel-
evant parameters of the variable sequence data set by the user;

a pre-processing module configured to pre-process the rel-
evant parameters; and

a variable sequence data generating module configured to
generate the variable sequence data according to the character
array and the pre-processed relevant parameters.

Preferably, the relevant parameters of the variable
sequence data include an initial value, the number of digits, a
total amount, a step and a variation mode of the variable
sequence data.
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Preferably, the pre-processing module comprises:

afirst converting unit configured to convert the initial value
into a character array; and

a second converting unit configured to convert the step into
an integer array and complementing the integer array accord-
ing to the number of digits.

Preferably, the variable sequence data generating module
comprises:

a finding unit configured to calculate from a least signifi-
cant digit corresponding to the data of the initial value
sequentially, and find a digit sequence of the character corre-
sponding to the digit in the character array; and

a generating unit configured to generate the variable
sequence data according to the variation mode and the digit
sequence.

Preferably, the generating unit is specifically configured to,
if the variation mode is an ascending one, add the digit
sequence and an integer corresponding to the digit in the
integer array, if a resultant value is greater than or equal to a
radix of the character array, take a remainder obtained after
dividing the value by the radix, find a character corresponding
to the remainder in the character array as a value of the digit
for the variable sequence data, and increase a higher order
digit by 1, and ifthe resultant value is less than the radix of the
character array, take a character corresponding to the digit
sequence of the value in the character array as a value of the
digit for the variable sequence data; and if the variation mode
is a descending one, subtract the digit sequence from the
integer corresponding to the digit in the integer array, if a
resultant value is less than 0, take a sum of the radix of the
character array and the resultant value, find a character cor-
responding to the sum in the character array as a value of the
digit for the variable sequence data, and decrease a higher
order digit by 1, and if the resultant value is greater than or
equal to O, take a character corresponding to the digit
sequence of the value in the character array as a value of the
digit for the variable sequence data.

According to the method and system for automatically
generating variable sequence data of the present invention,
the user can set by himself the ary and the relevant parameters
for the variable sequence data, and a system can automati-
cally generate the desired variable sequence data according to
the parameters. As a result, it is able for the user to generate
the desired variable sequence data in a convenient manner,
and as compared with the prior art, the present invention can
adapt to the requirements of different users.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flow chart of a method for generating variable
sequence data in the prior art;

FIG. 2 is a flow chart of a method for automatically gen-
erating variable sequence data according to one embodiment
of the present invention;

FIG. 3 is a schematic view showing the generated variable
sequence data with a customized ary according to one
embodiment of the present invention; and

FIG. 4 is a schematic view showing a system for automati-
cally generating variable sequence data according to one
embodiment of the present invention.

DETAILED DESCRIPTION

The present invention will be described hereinafter in con-
junction with the drawings and the embodiments.

FIG. 2 is a flow chart of a method for automatically gen-
erating variable sequence data according to one embodiment
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of the present invention. As shown in FIG. 2, the method
comprises the following steps.

In step 21, a customized ary set by a user for generating
variable sequence data, and characters included in the cus-
tomized ary is acquired.

To be specific, an option for a customized ary and an option
for a character set included in the ary may be added in an
editing interface for generating an optional ary for the vari-
able sequence data. As a result, the user can set the custom-
ized ary and the characters included in the customized ary in
the interface.

For example, the character set included in the customized
ary may include 36 characters, i.e., 0-9 and A-Z, and the user
may select the characters from these 36 characters to create
the customized ary. [fthe user needs to add a 15-ary, the name
of the 15-ary will be set as N15. If the user selects the char-
acters 0,1,2,3,5,6,7,8,9,A,B,C,D, E, F, N15 will include
these 15 characters, and a radix for the ary will be 15.

Instep 22, the characters included in the customized ary are
converted into a character array.

The customized ary N15 is convert into a character array
CustomSystem, i.e., N15={07, 17, «“27, €37 «“57 «” «“7”,
“8, €97, “A” “B”, “C”, “D”, “BE”, “F”}.

In step 23, relevant parameters of the variable sequence
data set by the user are acquired.

The relevant parameters of the variable sequence data
include an initial value, an amount of digits, a total amount of
data, a step length and a variation mode of the variable
sequence data.

For example, the total amount of data of the variable
sequence data may be set as 20, the step length may be set as
18, the amount of digits may be set as 7, and the variation
mode may be set as an ascending one.

In step 24: the relevant parameters are pre-processed.

To be specific, the initial value may be converted into a
character array, and the step length may be converted into an
integer array and complemented with digit O according to the
amount of digits.

For example, the user may set the variable sequence as a
hexadecimal system, the amount of digits as 5, the initial data
as 0000A, and the step length as 16. The step length may be
converted into the hexadecimal system, i.e., 10, and then
complemented with digit 0 according to the amount of digits,
i.e., 00010. The complemented step length may be converted
into an array {“0”, <07, “0”, “1”, “0” }.

In step 25, the variable sequence data is generated accord-
ing to the character array and the pre-processed relevant
parameters.

The variable sequence data may be automatically calcu-
lated in a lookup manner, so as to generate a data file.

To be specific, calculation may be performed sequentially
from a least significant digit corresponding to the data of the
initial value, so as to find a digit sequence of the character
corresponding to the digit in the character array.

If the variation mode is an ascending one, the digit
sequence is added to an integer corresponding to the digit in
the integer array. If a resultant value is greater than or equal to
a radix of the character array, a remainder obtained after
dividing the value by the radix is taken, a character corre-
sponding to the remainder in the character array is found as a
value of the digit for the variable sequence data, and a higher
order digit is increased by 1. If the resultant value is less than
the radix of the character array, a character corresponding to
the digit sequence of the value in the character array is taken
as a value of the digit for the variable sequence data.

If the variation mode is a descending one, the integer cor-
responding to the digit in the integer array is subtracted from
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the digit sequence. If a resultant value is less than 0, a sum of
the radix of the character array and the resultant value is
taken, a character corresponding to the sum in the character
array is found as a value of the digit for the variable sequence
data, and a higher order digit is decreased by 1. Ifthe resultant
value is greater than or equal to 0, a character corresponding
to the digit sequence of the value in the character array is
taken as a value of the digit for the variable sequence data.

The procedure of using the method of the present invention
to automatically generate the customized variable sequence
data will be described hereinafter with examples.

Ifthe user selects the characters 0, 1,2,3,5,6,7,8,9,A, B,
C, D, E and F, the added customized ary N15 will include
these 15 characters, and a radix of the ary will be 15.

The customized ary N15 will be convert into a character
array CustomSystem as required by an algorithm, i.e.,
NI1S={€07, €17, €27, “37, «“57, “67, «“T7 “8” “9” “A” “B”,
“C», “D”, “B”, “F”}.

The user may set the total amount of the variable sequence
data as 20, set the step length as 18, set the amount of digits as
7, set the initial value as 0000000, and set the variation mode
as an ascending one.

At first, the initial value may be convert into a character
array StartChar[7], i.e., StartChar[7]={“0", “0”, “0”, “0”,
“0”, <07, “0”}.

The step length may be converted from a decimal system,
i.e., 18, into a 15-ary system, i.e., 13, and then complemented
as 0000013. Hence, the step length may be convert into an
integer array Step[7], i.e., Step[7]={‘0’, 0’, ‘0’, 0’, “0’, “1”,
3}

The First Data

The first data is the initial value 0000000.

The Second Data

The least significant digit of the initial data (i.e., the first
data), i.e., the rightmost digit, corresponds to the data when
the subscript value of the array is the biggest, and the
initial value of the array StartChar starts from O, i.e., Start-
Char[0]="0’, StartChar[2]=0", StartChar[3]="0", StartChar
[4]="0’, StartChar[5]="0" and StartChar[6]=0".

The least significant digit of the step length data
Step[7]={°0°, <0, 07, ‘0°, ‘0’, “1°, 3}, i.e., the rightmost
digit, is just the last value of the array, i.e., Step[0]="0";
Step[1]=0’,  Step[2]=0", Step[3]="0", Step[4]="0’,
Step[5]=1" and Step[6]=3".

The step length data corresponding to the least significant
digit (the rightmost digit) StartChar[6] is Step|[6], the data
digit sequence in N15 corresponding to StartChar[6]="0"is O,
the data digit sequence in N15 corresponding to Step[6]="3"
is 3, and 0+3=3<15, so the newly generated data NewChar|[6]
is just the character in N15 with the digit sequence as 3, i.e.,
NewChar[6]=N15[3]=3".

The data digit sequence in N15 corresponding to StartChar
[5]=0’ is 0, the data digit sequence in N15 corresponding to
Step[5]="1"1is 1, and 0+1=1<15, so the newly generated data
NewChar[5] is just the character in N15 with the digit
sequence as 1, i.e., NewChar[5]=1".

The data digit sequence in N15 corresponding to StartChar
[4]=0", the data digit sequence in N15 corresponding to
Step[4]="0"is 0, and 0+0=0<15, so the newly generated data
NewChar[4] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[4]=0".

The data digit sequence in N15 corresponding to StartChar
[3]=0’ is 0, the data digit sequence in N15 corresponding to
Step[3]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[3] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[3]=0".
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The data digit sequence in N15 corresponding to StartChar
[2]=0’is 0, the data digit sequence in N15 corresponding to
Step[2]=0 is 0, and 0+0=0<15, so the newly generated data
NewChar[2] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[2]=0".

The data digit sequence in N15 corresponding to StartChar
[1]=0’is 0, the data digit sequence in N15 corresponding to
Step[1]="0 is 0, and 0+0=0<15, so the newly generated data
NewChar[1] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[1]=0".

The data digit sequence in N15 corresponding to StartChar
[0]=0"is 0, the data digit sequence in N15 corresponding to
Step[0]="0’ is 0, and 0+0=0<15, so the newly generated data
NewChar[0] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[0]=0".

The data corresponding to NewChar[7]={¢0", <0, ‘0, 0",
‘0°, 1°, “3°} is just 0000013.

The Third Data

The least significant digit of the second data, i.e., the right-
most digit, corresponds to the data when the subscript value of
the array is the biggest, and the initial value of the
array StartChar starts from 0, i.e., StartChar[0]=‘0", Start-
Char[2]=0’, StartChar[3]=0", StartChar[4]="0, StartChar
[5]=1" and StartChar[6]=3".

The least significant digit of the step length data
Step[7]={°0’, 0, 07, ‘0°, ‘0’, “1’, “3°}, i.e., the rightmost
digit, is just the last value of the array, i.e., Step[0]="0";
Step[1]=°0",  Step[2]='0",  Step[3]="0°, Step[4]="0’,
Step[5]=1" and Step[6]="3".

The step length data corresponding to the least significant
digit (the rightmost digit) StartChar[6] is Step|[6], the data
digit sequence in N15 corresponding to StartChar[6]=3"1s 3,
the data digit sequence in N15 corresponding to Step[6]=3"
is 3, and 3+3=6<15, so the newly generated data NewChar|6]
is just the character in N15 with the digit sequence as 6, i.e.,
NewChar[6]=N15[6]="7".

The data digit sequence in N15 corresponding to StartChar
[5]1=1"1is 1, the data digit sequence in N15 corresponding to
Step[5]="1"is 1, and 14+1=2<15, so the newly generated data
NewChar[5] is just the character in N15 with the digit
sequence as 2, i.e., NewChar[5]=2".

The data digit sequence in N15 corresponding to StartChar
[4]=0"is 0, the data digit sequence in N15 corresponding to
Step[4]="0" is 0, and 0+0=0<15, so the newly generated data
NewChar[4] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[4]=0".

The data digit sequence in N15 corresponding to StartChar
[3]=0’is 0, the data digit sequence in N15 corresponding to
Step[3]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[3] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[3]=0".

The data digit sequence in N15 corresponding to StartChar
[2]=0’is 0, the data digit sequence in N15 corresponding to
Step[2]=0 is 0, and 0+0=0<15, so the newly generated data
NewChar[2] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[2]=0".

The data digit sequence in N15 corresponding to StartChar
[1]=0’is 0, the data digit sequence in N15 corresponding to
Step[1]="0 is 0, and 0+0=0<15, so the newly generated data
NewChar[1] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[1]=0".

The data digit sequence in N15 corresponding to StartChar
[0]=0"is 0, the data digit sequence in N15 corresponding to
Step[0]="0’ is 0, and 0+0=0<15, so the newly generated data
NewChar[0] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[0]=0".
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The data corresponding to NewChar[7]={‘0’, ‘0’, 0’, ‘0,
‘0, €27, “7° } is just 0000027.

The Fourth Data

The least significant digit (the rightmost digit) of the third
data corresponds to the data when the subscript value of the
array is the biggest, and the initial value of the array StartChar
starts from 0, i.e., StartChar[0]=0, StartChar[2]=0’, Start-
Char[3]=°0", StartChar[4]=‘0", StartChar[5]="2" and Start-
Char[6]=7".

The least significant digit of the step length data
Step[7]={°0°, <0, 07, ‘0°, ‘0’, “1°, 3}, i.e., the rightmost
digit, is just the last value of the array, i.e., Step[0]="0";
Step[1]="0",  Step[2]="0",  Step[3]="0°, Step[4]=0",
Step[5]=1" and Step[6]="3".

The step length data corresponding to the least significant
digit (the rightmost digit) StartChar[6] is Step|[6], the data
digit sequence in N15 corresponding to StartChar[6]="7"is 6,
the data digit sequence in N15 corresponding to Step[6]="3"
is 3, and 3+6=9<15, so the newly generated data NewChar|[6]
is just the character in N15 with the digit sequence as 9, i.e.,
NewChar[6]=N15[9]="A’.

The data digit sequence in N15 corresponding to StartChar
[5]=2" is 2, the data digit sequence in N15 corresponding to
Step[5]="1"1is 1, and 142=3<15, so the newly generated data
NewChar[5] is just the character in N15 with the digit
sequence as 3, i.e., NewChar[5]=3".

The data digit sequence in N15 corresponding to StartChar
[4]=0" is 0, the data digit sequence in N15 corresponding to
Step[4]="0"is 0, and 0+0=0<15, so the newly generated data
NewChar[4] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[4]=0".

The data digit sequence in N15 corresponding to StartChar
[3]=0’ is 0, the data digit sequence in N15 corresponding to
Step[3]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[3] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[3]=0".

The data digit sequence in N15 corresponding to StartChar
[2]=0" is 0, the data digit sequence in N15 corresponding to
Step[2]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar([2] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[2]=0".

The data digit sequence in N15 corresponding to StartChar
[1]=0’ is 0, the data digit sequence in N15 corresponding to
Step[1]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[1] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[1]=0".

The data digit sequence in N15 corresponding to StartChar
[0]=0" is 0, the data digit sequence in N15 corresponding to
Step[0]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[0] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[0]=0".

The data corresponding to NewChar[7]={‘0’, ‘0’, ‘0’, “O,
‘0, 3%, ‘A’ } is just 000003 A.

The Fifth Data

The least significant digit (the rightmost digit) of the fourth
data corresponds to the data when the subscript value of the
array is the biggest, and the initial value of the array StartChar
starts from 0, i.e., StartChar[0]=0, StartChar[2]=0’, Start-
Char[3]=°0", StartChar[4]=‘0", StartChar[5]=3" and Start-
Char[6]="A".

The least significant digit of the step length data
Step[7]={°0°, <0, 07, ‘0°, ‘0’, “1°, 3}, i.e., the rightmost
digit, is just the last value of the array, i.e., Step[0]="0";
Step[1]=°0°,  Step[2]="0",  Step[3]="0", Step[4]=0",
Step[5]=1" and Step[6]="3".

The step length data corresponding to the least significant
digit (the rightmost digit) StartChar[6] is Step|[6], the data
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digit sequence in N15 corresponding to StartChar[ 6]="A’ is 9,
the data digit sequence in N15 corresponding to Step[6]=3"
is 3, and 9+3=12<15, so the newly generated data NewChar
[6] is just the character in N15 with the digit sequence as 12,
i.e., NewChar[6]=N15[12]="D’.

The data digit sequence in N15 corresponding to StartChar
[5]=3"is 3, the data digit sequence in N15 corresponding to
Step[5]="1"is 1, and 3+1=4<15, so the newly generated data
NewChar[5] is just the character in N15 with the digit
sequence as 4, i.e., NewChar[5]="5".

The data digit sequence in N15 corresponding to StartChar
[4]=0’is 0, the data digit sequence in N15 corresponding to
Step[4]="0" is 0, and 0+0=0<15, so the newly generated data
NewChar[4] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[4]=0".

The data digit sequence in N15 corresponding to StartChar
[3]=0’is 0, the data digit sequence in N15 corresponding to
Step[3]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[3] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[3]=0".

The data digit sequence in N15 corresponding to StartChar
[2]=0’is 0, the data digit sequence in N15 corresponding to
Step[2]=0 is 0, and 0+0=0<15, so the newly generated data
NewChar[2] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[2]=0".

The data digit sequence in N15 corresponding to StartChar
[1]=0’is 0, the data digit sequence in N15 corresponding to
Step[1]="0 is 0, and 0+0=0<15, so the newly generated data
NewChar[1] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[1]=0".

The data digit sequence in N15 corresponding to StartChar
[O]=0’is 0, the data digit sequence in N15 corresponding to
Step[0]="0’ is 0, and 0+0=0<15, so the newly generated data
NewChar[0] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[0]=0".

The data corresponding to NewChar[7]={°0", <0’, ‘0, 0",
‘0, 5, ‘D’ } is just 000005D.

The Sixth Data

The least significant digit (the rightmost digit) of the fifth
data corresponds to the data when the subscript value of the
array is the biggest, and the initial value of the array StartChar
starts from 0, i.e., StartChar[O]=°0’, StartChar[2]=0", Start-
Char[3]=0’, StartChar[4]="0", StartChar[5]="5" and Start-
Char[6]="D’.

The least significant digit of the step length data
Step[7]={°0’, “O°, ‘0’, ‘0’, ‘0’, ‘1°, ‘3” }, i.e., the rightmost
digit, is just the last value of the array, i.e., Step[0]="0";
Step[1]="0°,  Step[2]='0", Step[3]="0", Step[4]="0’,
Step[5]=1" and Step[6]="3".

The step length data corresponding to the least significant
digit (the rightmost digit) StartChar[6] is Step|[6], the data
digit sequence in N15 corresponding to StartChar[6]=D’ is
12, the data digit sequence in N15 corresponding to
Step[6]=3" is 3, 12+3=15>=15 and 15%15=0, so the newly
generated data NewChar[6] is just the character in N15 with
the digit sequence as 0, i.e., NewChar[6]=N15[1]=°0", and
the digit is increased by 1.

The data digit sequence in N15 corresponding to StartChar
[5]="5"is 4, the data digit sequence in N15 corresponding to
Step[5]="1"is 1, 4+1=5 and 5+1=6<15, so the newly gener-
ated data NewChar[5] is just the character in N15 with the
digit sequence as 6, i.e., NewChar[5]="7".

The data digit sequence in N15 corresponding to StartChar
[4]=0’is 0, the data digit sequence in N15 corresponding to
Step[4]="0" is 0, and 0+0=0<15, so the newly generated data
NewChar[4] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[4]=0".
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The data digit sequence in N15 corresponding to StartChar
[3]=0’ is 0, the data digit sequence in N15 corresponding to
Step[3]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[3] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[3]=0".

The data digit sequence in N15 corresponding to StartChar
[2]=0" is 0, the data digit sequence in N15 corresponding to
Step[2]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar([2] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[2]=0".

The data digit sequence in N15 corresponding to StartChar
[1]=0’ is 0, the data digit sequence in N15 corresponding to
Step[1]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[1] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[1]=0".

The data digit sequence in N15 corresponding to StartChar
[0]=0" is 0, the data digit sequence in N15 corresponding to
Step[0]=0"is 0, and 0+0=0<15, so the newly generated data
NewChar[0] is just the character in N15 with the digit
sequence as 0, i.e., NewChar[0]=0".

The data corresponding to NewChar[7]={‘0’, ‘0’, ‘0’, “O,
‘0, 77, ‘0’ } is just 0000070.

By analogy, the final 20 pieces of data are generated as
shown in FIG. 3.

As mentioned above, according to the method of the
present invention, it is able to automatically generate the
desired variable sequence data according to the ary and the
relevant parameters set by the user. By using the method of
the present invention, the user can generate the desired vari-
able sequence data in a convenient manner, and as compared
with the prior art, the method of the present invention can
adapt to the requirements of different users.

Correspondingly, the present invention further provides a
system for automatically generating variable sequence data,
as shown in FIG. 4. The system comprises:

a setting module 41 configured to acquire a customized ary
set by a user for generating variable sequence data, and char-
acters included in the customized ary;

a converting module 42 configured to convert the charac-
ters included in the customized ary into a character array;

a parameter acquiring module 43 configured to acquire
relevant parameters of the variable sequence data set by the
user;

a pre-processing module 44 configured to pre-process the
relevant parameters; and

avariable sequence data generating module 45 configured
to generate the variable sequence data according to the char-
acter array and the pre-processed relevant parameters.

The relevant parameters of the variable sequence data
include an initial value, an amount of digits, a total amount of
data, a step length and a variation mode of the variable
sequence data.

The pre-processing module 44 comprises a first converting
unit configured to convert the initial value into a character
array, and a second converting unit configured to convert the
step length into an integer array and complement the integer
array with digit 0 according to the amount of digits.

The variable sequence data generating module 45 com-
prises a finding unit configured to calculate from a least
significant digit corresponding to the data of the initial value
sequentially, and find a digit sequence of the character corre-
sponding to the digit in the character array, and a generating
unit configured to generate the variable sequence data accord-
ing to the variation mode and the digit sequence.

The generating unit is specifically configured to, if the
variation mode is an ascending one, add the digit sequence
and an integer corresponding to the digit in the integer array,
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if a resultant value is greater than or equal to a radix of the
character array, take a remainder obtained after dividing the
value by the radix, find a character corresponding to the
remainder in the character array as a value of the digit for the
variable sequence data, and increase a high order digit by 1,
and if the resultant value is less than the radix of the character
array, take a character corresponding to the digit sequence of
the value in the character array as a value of the digit for the
variable sequence data; and if the variation mode is a descend-
ing one, subtract the integer corresponding to the digit in the
integer array from the digit sequence, if a resultant value is
less than 0, take a sum of the radix of the character array and
the resultant value, find a character corresponding to the sum
in the character array as a value of the digit for the variable
sequence data, and decrease a high order digit by 1, and ifthe
resultant value is greater than or equal to O, take a character
corresponding to the digit sequence of the value in the char-
acter array as a value of the digit for the variable sequence
data. The specific procedure may refer to that mentioned in
the method, and it will not be repeated herein.

According to the system for automatically generating vari-
able sequence data of the present invention, the user can set by
himself the ary and the relevant parameters for the variable
sequence data, and a system can automatically generate the
desired variable sequence data according to the parameters.
As a result, it is able for the user to generate the desired
variable sequence data in a convenient manner, and as com-
pared with the prior art, the present invention can adapt to the
requirements of different users.

Obviously, it should be appreciated that, the modules or
steps of the present invention may be implemented via gen-
eral calculation means, e.g., a single calculation means or a
network consisting of several calculation means. Alterna-
tively, they may be implemented via program codes that can
be executed by the calculation means. Hence, the modules or
steps may be stored in a storage means and executed by the
calculation means, or may be implemented by manufacturing
them into several IC modules respectively or by manufactur-
ing some of them into a signal IC module. As a result, the
present invention is not limited to any specific combination of
hardware and software.

The above are merely the preferred embodiments of the
present invention, and these embodiments shall not be con-
strued as limiting the present invention. It should be noted
that, a person skilled in the art may further make improve-
ments and modifications without departing from the principle
of the present invention, and these improvements and modi-
fications shall also be considered as the scope of the present
invention.

What is claimed is:
1. A computer-implemented method for automatically
generating variable sequence data, comprising the steps of:

acquiring a customized ary set by a user for generating
variable sequence data, and characters included in the
customized ary;

converting, by a processor, the characters included in the
customized ary into a character array in which the char-
acters included in the customized ary are arranged in
sequence to represent values in the customized ary;

acquiring parameters set by the user for generating the
variable sequence data;

pre-processing, by the processor, the parameters; and

generating, by the processor, the variable sequence data
according to the character array converted from the char-
acters included in the customized ary and the pre-pro-
cessed parameters;
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wherein the parameters comprise an initial value, an
amount of digits, a total amount of data, a step length,
and a variation mode of the variable sequence data,
wherein the pre-processing, by the processor, the param-
eters comprises:
converting the initial value into a customized ary data in
form of a character array; and
converting the step length into a customized ary data in
form of an integer array and complementing the inte-
ger array according to the amount of digits;

wherein the variation mode is ascending or descending;

wherein the generating, by the processor, the variable

sequence data according to the character array converted

from the characters included in the customized ary and

the parameters having been pre-processed comprises:

when the variation mode is ascending, sequentially add-
ing the customized ary data converted from the step
length to the customized ary data converted from the
initial value to obtain a plurality of variable sequence
data until an amount of the variable sequence data
reaches the total amount of data;

when the variation mode is descending, sequentially
subtracting the customized ary data converted from
the step length from the customized ary data con-
verted from the initial value to obtain a plurality of
variable sequence data until an amount of the variable
sequence data reaches the total amount of data.

2. The computer-implemented method according to claim
1, wherein when the variation mode is ascending, the sequen-
tially adding the customized ary data converted from the step
length to the customized ary data converted from the initial
value to obtain a plurality of variable sequence data until the
amount of the variable sequence data reaches the total amount
of data comprises:

obtaining an N-th one of the variable sequence data in such

a manner that when N is equal to 1, the N-th one of the
variable sequence data is the customized ary data con-
verted from the initial value;

when N is greater than or equal to 2,

calculating from a least significant digit of an (N-1)-th
one of the variable sequence data;

finding a digit sequence of a character of the (N-1)-th
data corresponding to a digit in current calculation in
the character array converted from the characters
included in the customized ary; and

adding an integer of the customized ary data converted
from the step length corresponding to the digit in
current calculation, to the digit sequence found in the
character array converted from the characters
included in the customized ary;

if a resultant value is greater than or equal to a radix of the

character array converted from the characters included
in the customized ary, taking a remainder obtained after
dividing the resultant value by the radix, finding a char-
acter according to a digit sequence represented by the
remainder in the character array converted from the
characters included in the customized ary as a value of
the digit in current calculation for the N-th one of the
variable sequence data, and increasing a higher order
digit by 1, and if the resultant value is less than the radix
of the character array converted from the characters
included in the customized ary, finding a character
according to a digit sequence represented by the result-
ant value in the character array converted from the char-
acters included in the customized ary as a value of the
digit in the current calculation for the N-th one of the
variable sequence data.
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3. The computer-implemented method according to claim
1, wherein when the variation mode is descending, the
sequentially subtracting the customized ary data converted
from the step length from the customized ary data converted
from the initial value to obtain the plurality of variable
sequence data until the amount of the variable sequence data
reaches the total amount of data comprises:

obtaining an N-th one of the variable sequence data in such
a manner that when N is equal to 1, the N-th one of the
variable sequence data is the customized ary data con-
verted from the initial value;

when N is greater than or equal to 2,

calculating from a least significant digit of an (N-1)-th one
of the variable sequence data;

finding a digit sequence of a character of the (N-1)-th data
corresponding to a digit in current calculation in the
character array converted from the characters included
in the customized ary; and

subtracting an integer of the customized ary data converted
from the step length corresponding to the digit in current
calculation from the digit sequence found in the charac-
ter array converted from the characters included in the
customized ary;

if a resultant value is less than 0, taking a sum of the radix
of the character array converted from the characters
included in the customized ary and the resultant value,
finding a character according to a digit sequence repre-
sented by the sum in the character array converted from
the characters included in the customized ary as a value
of the digit in current calculation for the N-th one of the
variable sequence data, and decreasing a higher order
digit by 1, and

if the resultant value is greater than or equal to 0, finding a
character according to a digit sequence represented by
the resultant value in the character array converted from
the characters included in the customized ary as a value
of the digit in current calculation for the N-th one of the
variable sequence data.

4. The computer-implemented method according to claim

1, wherein the characters included in the customized ary
comprise inconsecutive numbers and/or inconsecutive let-
ters.

5. A system for automatically generating variable sequence

data, comprising:

a setting module that acquires a customized ary set by a
user for generating variable sequence data, and charac-
ters included in the customized ary;

a converting module that converts the characters included
in the customized ary into a character array in which the
characters included in the customized ary are arranged
in sequence to represent values in the customized ary;

a parameter acquiring module that acquires parameters set
by the user for generating the variable sequence data;

a pre-processing circuit that pre-processes the parameters;
and

a variable sequence data generating circuit that generates
the variable sequence data according to the character
array converted from the characters included in the cus-
tomized ary and the pre-processed parameters;

wherein the parameters comprises an initial value, an
amount of digits, a total amount of data, a step length and
a variation mode of the variable sequence data;

wherein the pre-processing circuit is further configured to,
convert the initial value into a customized ary data in
form of a character array;
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convert the step length into a customized ary data in form
of an integer array and complement the integer array
according to the amount of digits;

wherein the variation mode is ascending or descending;

wherein the variable sequence data generating circuit is

further configured to,

when the variation mode is ascending, sequentially add
the customized ary data converted from the step
length to the customized ary data converted from the
initial value to obtain a plurality of variable sequence
data until an amount of the variable sequence data
reaches the total amount of data;

when the variation mode is descending, sequentially
subtract the customized ary data converted from the
step length from the customized ary data converted
from the initial value to obtain a plurality of variable
sequence data until an amount of the variable
sequence data reaches the total amount of data.

6. The system according to claim 5, wherein the variable
sequence data generating module is specifically configured
to,

when the variation mode is ascending, obtain an N-th one

of'the variable sequence data in such a manner that when
Nis equalto 1, the N-th one ofthe variable sequence data
is the customized ary data converted from the initial
value;

when N is greater than or equal to 2,

calculate from a least significant digit of an (N-1)-th one
of the variable sequence data;

find a digit sequence of a character of the (N-1)-th data
corresponding to a digit in current calculation in the
character array converted from the characters
included in the customized ary; and

add an integer of the customized ary data converted from
the step length corresponding to the digit in current
calculation, to the digit sequence found in the charac-
ter array converted from the characters included in the
customized ary;

if a resultant value is greater than or equal to a radix of
the character array converted from the characters
included in the customized ary, take a remainder
obtained after dividing the resultant value by the
radix, find a character according to a digit sequence
represented by the remainder in the character array
converted from the characters included in the custom-
ized ary as a value of the digit in current calculation
for the N-th one of the variable sequence data, and
increase a higher order digit by 1, and

if the resultant value is less than the radix of the character
array converted from the characters included in the
customized ary, find a character according to a digit
sequence represented by the resultant value in the
character array converted from the characters
included in the customized ary as a value of the digit
in current calculation for the N-th one of the variable
sequence data;

when the variation mode is descending, obtain an N-th one

of'the variable sequence data in such a manner that when
Nis equalto 1, the N-th one ofthe variable sequence data
is the customized ary data converted from the initial
value;

when N is greater than or equal to 2,

calculate from a least significant digit of an (N-1)-th one
of the variable sequence data;

find a digit sequence of a character of the (N-1)-th data
corresponding to a digit in current calculation in the
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character array converted from the characters
included in the customized ary; and

subtract an integer of the customized ary data converted
from the step length corresponding to the digit in
current calculation from the digit sequence found in
the character array converted from the characters
included in the customized ary;

if a resultant value is less than 0, take a sum of the radix
of the character array converted from the characters
included in the customized ary and the resultant value,
find a character according to a digit sequence repre-
sented by the sum in the character array converted
from the characters included in the customized ary as
a value of the digit in current calculation for the N-th
one of the variable sequence data, and decrease a
higher order digit by 1, and if the resultant value is
greater than or equal to 0, find a character according to
a digit sequence represented by the resultant value in
the character array converted from the characters
included in the customized ary as a value of the digit
in current calculation for the N-th one of the variable
sequence data.

7. A computer program embodied on a non-transitory com-
puter readable medium, comprising computer code for imple-
menting the method according to claim 1.

8. A computer-implemented method for automatically
generating variable sequence data, comprising the steps of:

setting by a user through an editing interface, a customized

ary for generating variable sequence data;
selecting by the user through the editing interface, charac-
ters from numbers 0-9 and letters A-Z in such a manner
that an amount of the selected characters is equal to a
radix of the customized ary and the selected characters
comprises inconsecutive numbers and/or inconsecutive
letters;
arranging the selected characters to form a character array
in which the selected characters are arranged in
sequence to represent values in the customized ary;

setting by the user through the editing interface, parameters
comprising an initial value, an amount of digits, a total
amount of data, a step length and a variation mode for the
variable sequence data;

converting, by a processor, the initial value into a first

customized ary data, and converting the step length into
a second customized ary data in form of an integer array
and complementing the integer array according to the
amount of digits;

when the variation mode is ascending, successively add-

ing, by the processor, the second customized ary data to
the first customized ary data to obtain a plurality of
variable sequence data by looking up the character array
until an amount of the variable sequence data reaches the
total amount of data;

when the variation mode is descending, successively sub-

tracting, by the processor, the second customized ary
data from the first customized ary data to obtain a plu-
rality of variable sequence data by looking up the char-
acter array until an amount of the variable sequence data
reaches the total amount of data.

9. The computer-implemented method according to claim
8, wherein when the variation mode is the ascending, succes-
sively adding, by the processor, the second customized ary
data to the first customized ary data to obtain the plurality of
variable sequence data by looking up the character array until
the amount of the variable sequence data reaches the total
amount of data comprises:
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obtaining an N-th one of the variable sequence data in such
a manner that when N is equal to 1, the N-th one of the
variable sequence data is the first customized ary data;
when N is greater than or equal to 2,
calculating from a least significant digit of an (N-1)-th
one of the variable sequence data;
finding a digit sequence of a character of the (N-1)-th
data corresponding to a digit in current calculation in
the character array; and
adding an integer of the second customized ary data
corresponding to the digit in current calculation, to the
digit sequence found in the character array;
if a resultant value is greater than or equal to the radix,
taking a remainder obtained after dividing the result-
antvalue by the radix, finding a character according to
a digit sequence represented by the remainder in the
character array as a value of the digit in current cal-
culation for the N-th one of the variable sequence
data, and increasing a higher order digit by 1; and
if the resultant value is less than the radix, finding a
character according to a digit sequence represented by
the resultant value in the character array as a value of
the digit in current calculation for the N-th one of the
variable sequence data.
10. The computer-implemented method according to claim
8, wherein when the variation mode is descending, succes-
sively subtracting, by the processor, the second customized
ary data from the first customized ary data to obtain the
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plurality of variable sequence data by looking up the charac-
ter array until the amount of the variable sequence data
reaches the total amount of data comprises:
obtaining an N-th one of the variable sequence data in such
a manner that when N is equal to 1, the N-th one of the
variable sequence data is the first customized ary data;
when N is greater than or equal to 2,
calculating from a least significant digit of an (N-1)-th
one of the variable sequence data;
finding a digit sequence of a character of the (N-1)-th
data corresponding to a digit in current calculation in
the character array; and
subtracting an integer of the second customized ary data
corresponding to the digit in current calculation from
the digit sequence found in the character array;
ifaresultant valueis less than 0, taking a sum of the radix
and the resultant value, finding a character according
to a digit sequence represented by the sum in the
character array as a value of the digit in current cal-
culation for the N-th one of the variable sequence
data, and decreasing a higher order digit by 1; and
if the resultant value is greater than or equal to 0, finding
a character according to a digit sequence represented
by the resultant value in the character array as a value
of the digit in current calculation for the N-th one of
the variable sequence data.
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